
Symbol: FLY2.50-WH/1

Produktová skupina: Káble pre automobilové inštalácie

Parametre produktu

Typ vodiča: inštalačný

Druh kábla: FLY

Konštrukcia kábla: 1x2,5mm2

Konštrukcia žíly: lanko

Druh žíly: Cu

Počet žíl: 1

Prierez žíly: 2,5mm2

Materiál izolácie
vodiča: PVC

Farba izolácie: biela

Menovité napätie: 60V

Produktová karta FLY2.50-WH/1



Pracovná teplota: -40...105°C

Zhodné s normou: ECE R-118

Vonkajší priemer
kábla: 3,3...3,6mm

Informácie: Vodiče je možné dodať v niekoľkých častiach. Minimálna
dĺžka segmentu a násobok metra: 1 m

Ďalšie informácie

Hmotnosť brutto: 0,028 kg

Produktová karta FLY2.50-WH/1

Strana: 2  
https://bqcable.com/es/sk/product/bq-cable/kable-pre-automobilove-instalacie/fly2-

50-wh-1/100596Strana: 2  
https://bqcable.com/es/sk/product/bq-cable/kable-pre-automobilove-instalacie/fly2-

50-wh-1/100596

https://bqcable.com/es/sk/product/bq-cable/kable-pre-automobilove-instalacie/fly2-50-wh-1/100596
https://bqcable.com/es/sk/product/bq-cable/kable-pre-automobilove-instalacie/fly2-50-wh-1/100596
https://bqcable.com/es/sk/product/bq-cable/kable-pre-automobilove-instalacie/fly2-50-wh-1/100596
https://bqcable.com/es/sk/product/bq-cable/kable-pre-automobilove-instalacie/fly2-50-wh-1/100596

