
Simbol: FLRYW-A1.00-BR

Grupă produse: Cabluri pentru instalare auto

Parametri produs

Tip cablu: echipament

Subtip cablu: FLRYW-A

Structura cablului: 1x1mm2

Structură conductor: litat

Subtip fire: Cu

Număr miezuri: 1

Secţiune fir: 1mm2

Materiale izolante
pentru cabluri: PVC

Culoare izolaţie: maro

Tensiune nominală: 60V
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Temperatura de
lucru: -40...125°C

Conţinut ambalaj: 100m

Clasă flexibilitate: 5

Conform cu norma: ECE R-118

Diametru exterior
cablu: 1,9...2,1mm

Informaţii suplimentare

Greutate brută: 0,013 kg

Fişă produs FLRYW-A1.00-BR

Pagină: 2  
https://bqcable.com/gb/ro/product/bq-cable/cabluri-pentru-instalare-auto/flryw-a1-

00-br/100596Pagină: 2  
https://bqcable.com/gb/ro/product/bq-cable/cabluri-pentru-instalare-auto/flryw-a1-

00-br/100596

https://bqcable.com/gb/ro/product/bq-cable/cabluri-pentru-instalare-auto/flryw-a1-00-br/100596
https://bqcable.com/gb/ro/product/bq-cable/cabluri-pentru-instalare-auto/flryw-a1-00-br/100596
https://bqcable.com/gb/ro/product/bq-cable/cabluri-pentru-instalare-auto/flryw-a1-00-br/100596
https://bqcable.com/gb/ro/product/bq-cable/cabluri-pentru-instalare-auto/flryw-a1-00-br/100596

