Produktova karta FLRYW-AQ.75-WH

Symbol: FLRYW-AO.75-WH

Produktova skupina: Kable pre automobilové instalacie

Parametre produktu

Typ vodica: instalacny
Druh kabla: FLRYW-A
Konstrukcia kabla: 1x0,75mm?
Konstrukcia zily: lanko

Druh zily: Cu

Pocet zil: 1

Prierez zily: 0,75mm?
Material izolacie

vodica: PVe

Farba izolacie: biela

Menovité napatie: 60V



Produktova karta FLRYW-AQ.75-WH

Pracovna teplota: -40...125°C
Velkost balenia: 100m
Trieda pruznosti: 5
Zhodné s normou: ECE R-118
Vonkajsi priemer

. 1,7...1,9mm
kabla:

DalsSie informacie

Hmotnost brutto: 0,01 kg

https://bgcable.com/gb/sk/product/bqg-cable/kable-pre-automobilove-
Strana: 2 instalacie/flryw-a0-75-wh/100596


https://bqcable.com/gb/sk/product/bq-cable/kable-pre-automobilove-instalacie/flryw-a0-75-wh/100596
https://bqcable.com/gb/sk/product/bq-cable/kable-pre-automobilove-instalacie/flryw-a0-75-wh/100596
https://bqcable.com/gb/sk/product/bq-cable/kable-pre-automobilove-instalacie/flryw-a0-75-wh/100596
https://bqcable.com/gb/sk/product/bq-cable/kable-pre-automobilove-instalacie/flryw-a0-75-wh/100596

