Fisa produs FLRYW-A2.50-BK

>

Simbol: FLRYW-A2.50-BK

Grupa produse: Cabluri pentru instalare auto

Parametri produs

Tip cablu: echipament
Subtip cablu: FLRYW-A
Structura cablului: 1x2,5mm?

Structura conductor: litat

Subtip fire: Cu
Numar miezuri: 1
Sectiune fir: 2,5mm?
Materiale izolante

] PVC
pentru cabluri:
Culoare izolatie: negru

Tensiune nominala: 60V



Fisa produs FLRYW-A2.50-BK

Temperatura de

-40...125°C
lucru:
Continut ambalaj: 100m
Clasa flexibilitate: 5
Conform cu norma: ECE R-118
Diametru exterior

2,7...3mm
cablu:

Informatii suplimentare

Greutate bruta: 0,005 kg

https://bgcable.com/hu/ro/product/bg-cable/cabluri-pentru-instalare-auto/flryw-a2-
Pagina: 2 50-bk/100596


https://bqcable.com/hu/ro/product/bq-cable/cabluri-pentru-instalare-auto/flryw-a2-50-bk/100596
https://bqcable.com/hu/ro/product/bq-cable/cabluri-pentru-instalare-auto/flryw-a2-50-bk/100596
https://bqcable.com/hu/ro/product/bq-cable/cabluri-pentru-instalare-auto/flryw-a2-50-bk/100596
https://bqcable.com/hu/ro/product/bq-cable/cabluri-pentru-instalare-auto/flryw-a2-50-bk/100596

