Produktova karta FLRY-AQ.75-WH

Symbol:

Produktova skupina:

Typ vodica:

Druh kabla:
Konstrukcia kabla:
Konstrukcia zily:
Druh zily:

Pocet zil:

Prierez zily:

Material izolacie
vodica:

Farba izolacie:

Menovité napatie:

FLRY-AO.75-WH

Kable pre automobilové instalacie

Parametre produktu

instalacny
FLRY-A
1x0,75mm?
lanko

Cu

1

O,75mm2
PVC

biela

60V



Produktova karta FLRY-AQ.75-WH

Pracovna teplota: -40...105°C
Vel'kost balenia: 100m
Trieda pruznosti: 5
Norma CPR: bez klasifikacie
Zhodné s normou: ECE R-118
Vonkajsi priemer
kabla: 1,7...1,9mm
Dals$ie informacie
Hmotnost brutto: 0,01 kg
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Strana: 2 a0-75-wh/100596


https://bqcable.com/nl/sk/product/bq-cable/kable-pre-automobilove-instalacie/flry-a0-75-wh/100596
https://bqcable.com/nl/sk/product/bq-cable/kable-pre-automobilove-instalacie/flry-a0-75-wh/100596
https://bqcable.com/nl/sk/product/bq-cable/kable-pre-automobilove-instalacie/flry-a0-75-wh/100596
https://bqcable.com/nl/sk/product/bq-cable/kable-pre-automobilove-instalacie/flry-a0-75-wh/100596

